
1/1 ^— v 



* NOTICES * 

JPO and NCIPI are not responsible for any 
damages caused by the use of this translation. 

1. This document has been translated by computer. So the translation may not reflect the original 
precisely. 

2. **** shows the word which can not be translated. 
3.1n the drawings, any words are not translated. 



[Utility model registration claim] 

[Claim 1] A herbal saucer is prepared also in the box which opened the whole surface wide, a 
guide-peg rudder bar is constructed horizontally across the upper space section, enabling free 
rotation, the side else is equipped with the pump for ventilation at the 1 side of a box wall 
surface in the condition of having made the inside a case opening the hose for smoke eliminating 
for free passage, respectively, and the bodies, such as the leg, are inserted in the open section 
side of a box. ******** characterized by equipping with the saccate section of the non-[ with 
insertion opening ] bottom which consists of a flexible member which is rich in the airtightness 
which can be sealed free [ attachment and detachment ] and free [ exchange ]. 



[Translation done.] 
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DETAILED DESCRIPTION 



[Detailed explanation of a design] 
[0001] 

[Industrial Application] 

This design is related with ******** which is exposed to the smoke (****) of **** at the body, 

and enabled it to acquire the hot moxa effectiveness. 

[0002] 

[Description of the Prior Art] 

owner **** which fires grass and causes a small burn also on the acupuncture point Gar) of the 
skin in moxa cautery a warm temperature stimulus is given without leaving the skin and an 
organization marks — scarless — moxa cautery is known and, generally owner **** is 
performed widely for many years. Owner **** aims at an illness therapy or health maintenance 
by the fixed vital reaction which occurs in connection with thermal stimulation, i.e., the blood 
serum immunity-reaction of the burn which takes place with neuroreflex or heating. 
[0003] 

[Problem(s) to be Solved by the Device] 

However, although there is a countless acupuncture point in the body (the acupuncture point is 
told that there are a right hole of 360 and **** of 150) Conventional moxa cautery stands grass 
for every acupuncture point, performs it, and carrying out a warm temperature stimulus can only 
do only one point of the body, or one place at once. And it is forced patience of ****, without 
moving until grass is burned out depending on a sick class and a sick symptom, though it is a 
very effective cure, since it carries out and effectiveness fires [ which is repeatedly performed 
to the same acupuncture point (usually 3-5 times) ] grass also on the acupuncture point of the 
skin a bad top. Then, even if exposed to **** generated when **** is burned at the body, it 
becomes clear that the hot moxa effectiveness and the same effectiveness as abbreviation are 
acquired, and the applicant of this design is performing application (an application for utility 
model registration No. 73207 [ Showa 63 to ], application-for-utility-model-registration Taira No. 
48017 [ two to ]) about it, as a result of repeating various researches and developments. 
Although the warm temperature of **** is made for the thing of this application to attain to the 
whole guide peg By this design's improving it further and constituting the saccate section from a 
box free [ attachment and detachment ] and free [ exchange ] While exchanging only the saccate 
section, enabling it to change the part of ******, such as a guide peg, a leg and a guide peg, and 
the whole (waist and membrumHnferius section) lower half of the body, into arbitration and 
expanding applicability sharply, without exchanging a box according to a symptom etc., it enables 
it to use domestic easily. 
[0004] 

[Means for Solving the Problem] 

******** concerning this design is originated based on the above actual condition. Prepare a 
herbal saucer also in the box which opened the whole surface wide, and a guide-peg rudder bar 
is constructed horizontally across the upper space section free [ rotation ]. The side else is 
equipped with the pump for ventilation at the 1 side of a box wall surface in the condition of 
having made the inside a case opening the hose for smoke eliminating for free passage, 
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respectively. Let it be a summary to have equipped with the saccate section of the non-[ with 

insertion opening ] bottom which is from the flexible member which is rich in the airtightness 

which can insert and seal the bodies, such as the leg, on the open section side of a box free 

[ attachment and detachment ] and free [ exchange ]. 

10005] 

[Function] 

******** also puts the saucer into which grass was put on the inner pars basilaris ossis 
occipitalis of a box, and seals insertion opening in the condition of having inserted the guide peg 
from insertion opening of the saccate section, and having carried on the guide-peg rudder bar. 
And since air is fed in a box by repeating and pushing the pump for ventilation by hand, that in a 
box also sends smoke continuously, without grass disappearing, and in order that it may be 
[ smoke / the ] full of a box and the saccate section, it may start the whole guide peg and may 
stimulate the skin, it demonstrates the hot moxa effectiveness. And since excessive smoke is 
discharged with the hose for smoke eliminating outdoor, indoors, a smell or smoke peculiar to 
grass are not filled with it. When performing ****** to a leg or a lower half of the body in 
addition to a guide peg, only the saccate section is exchanged to the thing of dedication. 
[0006] 
[Example] 

If one example shown in the drawing explains the configuration of this design, 1 is the box which 
consists of a tree, synthetic resin, or a metal, and is constituted by bottom plate 1b which 
carries out polymerization installation of rectangular pipe-like body of box 1a and this body of 
box 1a which opened the top face and the inferior surface of tongue wide. They are elastic 
sealants, such as sponge stuck on the top-face periphery approach of bottom plate 1b 2 is [ b ] 
only the joint of the lower opening edge of body of box 1a. The protruding line for positioning and 
4 raise 3, and he is the string of business. The grid-like spacer (drainboard) 6 with which 5 
consists of a metal thin rod etc. in the condition of ******** being also a herbal saucer, and this 
saucer 5 having consisted of a noncombustible thing, for example, metal, ceramic, or a product 
made of synthetic resin on bottom plate 1b, and carrying out between isolation between ** from 
the inner base into the saucer 5 is formed. Moreover, among 2 side attachment walls with which 
it counters in body of box 1a, the guide-peg rudder bar 7 which protruded countless projection 
7a on one consists ****** through bearing 8, and is constructed across horizontally by the 
periphery free [ two or more (example of illustration 3) rotation ]. And **** immobilization of the 
interconnecting tubes 9 and 10 is carried out at the side attachment wall which intersects 
perpendicularly with the attachment wall of said guide-peg rudder bar 7, the pump 1 1 for 
ventilation which consists of an elastic hollow spherule of a hand-pushed formula is connected 
with one interconnecting tube 9 through a hose 12, and the hose 13 for smoke eliminating is 
connected with the interconnecting tube 10 of another side. In addition, the thing of a 
transmission type is sufficient as the pump 1 1 for ventilation in addition to the thing of manual 
system. The elastic sealant which stuck 14 on the up opening edge of body of box 1a, and 15 
and 15a are the stop implements of the letter of a clamp. 16 is the saccate section of a non- 
bottom which has the insertion opening 17 of the guide peg which consists of elastic rubber 
shirring etc., and the frames 18 which this saccate section 16 is constituted by the cloth which 
fused the flexible member which is rich in airtightness, for example, rubber, vinyl, leather, 
synthetic leather, vinyl chloride, or these, and stuck elastic sealant 1 8a on the inferior surface of 
tongue at the lower limit open end side of the saccate section 16 are formed successively in the 
shape of adhesion. The polymerization of the frame 1 8 is carried out to the top face of body of 
box 1a, and connection immobilization is carried out by engagement of the stop implements 15 
and 15a in one in the state of sealing. The conclusion implement 19 which consists of an elastic 
band which has fastener 19with velvet a near the above-mentioned insertion opening 17 is 
attached firmly. 
[0007] 

By the way, it is equipped with the saccate section 1 6 free [ attachment and detachment ] and 
free [ exchange ] to body of box 1 a, and two or more saccate sections from which a 
configuration and height differ beforehand are prepared. Although three kinds of saccate 
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sections 16, 16a, and 16b of what puts in that ( drawing 1 ) into which the thing of illustration 
puts only a guide peg, the thing ( drawing 5 ) which puts in a (leg) from a knee to a guide peg, a 
lower half of the body, i.e., the waist, a thigh, a knee, a leg, and a guide peg ( drawing 6 , drawing 
7 ) are illustrated, these saccate sections 16, 16a, and 16b can be exchanged by one-touch by 
• .engaging-and-releasing actuation of the stop implements 15 and 15a. In addition, the saccate 
section is not limited to three kinds of these things, and may enter to a neck. 
[0008] 

In the above-mentioned configuration, when using this design, according to the part which 
carries out ****** first, the proper saccate sections 16, 16a, and 16b are selected, and 
connection immobilization of the frame 18 of the saccate section is carried out with the stop 
implements 15 and 15a at the upper limit disconnection section of body of box 1a. And after it 
removes body of box 1 a to bottom plate 1 b and ******** also places the proper number ****** 
saucer 5 for Grass a through a spacer 6 on it, body of box 1 a is put on bottom plate 1 b. Outdoor 
is made to face the tip of the hose 13 for smoke eliminating from an aperture etc., as shown in 
drawing 7 , and it is made for the smoke of **** not to leak indoors. If the elastic band 19 
fastens the insertion opening 17 so that a guide peg may be put in in the saccate section 16 
from the insertion opening 17 in this condition, it may put on a guide-peg rudder bar and it may 
seal in the part of an ankle (or a crotch, the waist), since the saccate sections 16, 16a, and 16b 
will use what is rich in airtightness Without **** which came out of ****a leaking outside, it dies 
everywhere on whole foot (or a leg, the waist, and membrum inferius), and cotton carries out the 
hot moxa stimulus of the whole skin uniformly. Since **** and warm temperature are equivalent 
to the flesh side of the guide peg for which the jars of the reflective system (circulatory system) 
of the length of the body which puts an acupuncture point in a row especially have gathered 
directly, the hot moxa effectiveness is heightened further. By the way, although the inside of a 
box 1 serves as a letter of sealing, it has the pump 1 1 for ventilation in one hand, and by pushing 
repeatedly, Grass a does not disappear within a box 1 and it is also burned out to the last that 
air is fed in a box 1 (the cinder of Grass a is easily removable by removing bottom plate 1b). 
Moreover, a possibility that a smell with smoke peculiar to grass may leak indoors since **** of 
Grass a is discharged through the hose 13 for smoke eliminating outdoor does not have 
******** into a box 1 and the saccate sections 16 and 16a, and 16b, either. In addition, while 
being able to acquire the acupressure effectiveness — projection 7a of guide-peg rudder bar 7 
periphery stimulates the flesh side of a guide peg, and improves circulation by the inside of 
****** standing, and moving the guide peg carried on the guide-peg rudder bar 7 forward and 
backward although a taking-a-seat posture is sufficient also with a posture at a chair etc. — 
Since a hand grasps the pump 1 1 for ventilation which consists of an elastic hollow spherule, 
releases it or is operated repeatedly, it also becomes movement of a finger, and it is dotage **. 
It is very useful on **, aging prevention, medicine, and health. Now, when exchanging the saccate 
section in order to change the part of ******, while can cancel engagement of the stop 
implements 15 and 15a, and the saccate section (for example, 16) can be removed from a box 1, 
and it can exchange easily by one-touch by making the frame 1 8 of the saccate section (for 
example, 1 6b) of another side engage with a box 1 . 
[0009] 

[Effect of the Device] 

Since ******** concerning this design was constituted as mentioned above, in only one point of 
ajar or every one place being able to carry out a warm temperature stimulus but being hard to 
do by once like the conventional hot moxa, it is troublesome. And the hot moxa therapy which 
had to put up with heat is changed fundamentally. Since the ****** therapy of the part of 
requests, such as a whole part or a whole lower half of the body below the whole guide peg or a 
knee, can be uniformly carried out at once according to a symptom etc., effectiveness can be 
raised remarkably. And it is forced patience of heat like the conventional moxibustion, or a 
motion of the body is not restrained extremely. Rather the inside of ****** not only can acquire 
the very comfortable and same effectiveness as hot moxa and abbreviation by being exposed to 
**** of moderate temperature at the body, but The inside of ****** stimulates the jar of the 
sole with a guide-peg rudder bar, and improves circulation. Again Since actuation of grasping a 
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pump by hand or releasing it for ventilation is repeated and is performed, it also becomes 
movement of a finger. It is very effective on dotage prevention, aging prevention, medicine, and 
health, and can cancel that smoke and a smell with the ability to also discharge [ peculiar to 
grass ] to outdoor etc. entirely through the hose for smoke eliminating are moreover indoors 
* filled with excessive smoke, moreover, the isostructure which can use domestic easily while 
applicability is sharply expandable, since only the saccate section can be exchanged and the part 
of ******, such as a guide peg, a leg and a guide peg, and the whole (waist and membrum- 
inferius section) lower half of the body, can be easily changed into arbitration, without 
exchanging the body of a box according to a symptom etc. — very useful practical effectiveness 
is done so, being able to manufacture simply and cheaply. 
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* NOTICES * 
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1This document has been translated by computer. So the translation may not reflect the original 
precisely. 

2.**** shows the word which can not be translated. 
3.1n the drawings, any words are not translated. 



TECHNICAL FIELD 



[Industrial Application] 

This design is related with ******** which is exposed to the smoke (****) of **** at the body, 

and enabled it to acquire the hot moxa effectiveness. 

[0002] 
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PRIOR ART 



[Description of the Prior Art] 

owner **** which fires grass and causes a small burn also on the acupuncture point (jar) of the 
skin in moxa cautery a warm temperature stimulus is given without leaving the skin and an 
organization marks — scarless — moxa cautery is known and, generally owner **** is 
performed widely for many years. Owner **** aims at an illness therapy or health maintenance 
by the fixed vital reaction which occurs in connection with thermal stimulation, i.e., the blood 
serum immunity-reaction of the burn which takes place with neuroreflex or heating. 
[0003] 
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EFFECT OF THE INVENTION 



[Effect of the Device] 

Since ******** concerning this design was constituted as mentioned above, in only one point of 
a jar or every one place being able to carry out a warm temperature stimulus but being hard to 
do by once like the conventional hot moxa, it is troublesome. And the hot moxa therapy which 
had to put up with heat is changed fundamentally. Since the ****** therapy of the part of 
requests, such as a whole part or a whole lower half of the body below the whole guide peg or a 
knee, can be uniformly carried out at once according to a symptom etc., effectiveness can be 
raised remarkably. And it is forced patience of heat like the conventional moxibustion, or a 
motion of the body is not restrained extremely. The inside not only of the very comfortable and 
same effectiveness as hot moxa and abbreviation being rather, acquired, when being exposed to 
**** of moderate temperature by the inside of ****** at the body but ****** stimulates the jar 
of the sole with a guide-peg rudder bar, and improves circulation, and is the sake of ventilation. 
Since actuation of grasping a pump by hand or releasing it is repeated and is performed, it also 
becomes movement of a finger, and it is very effective on dotage prevention, aging prevention, 
medicine, and health, and can cancel that smoke and a smell with the ability to also discharge 
[ peculiar to grass ] to outdoor etc. entirely through the hose for smoke eliminating are moreover 
indoors filled with excessive smoke, moreover, the isostructure which can use domestic easily 
while applicability is sharply expandable, since only the saccate section can be exchanged and 
the part of ******, such as a guide peg, a leg and a guide peg, and the whole (waist and 
membrum-inferius section) lower half of the body, can be easily changed into arbitration, without 
exchanging the body of a box according to a symptom etc. — very useful practical effectiveness 
is done so, being able to manufacture simply and cheaply. 
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TECHNICAL PROBLEM 



[Problem(s) to be Solved by the Device] 

However, it is although there is a countless acupuncture point in the body (the acupuncture 
point is told that there are a right hole of 360 and **** of 1 50), Conventional moxa cautery 
stands grass for every acupuncture point, performs it, and carrying out a warm temperature 
stimulus can only do only one point of the body, or one place at once. And it is forced patience 
of ****, without moving until grass is burned out depending on a sick class and a sick symptom, 
though it is a very effective cure, since it carries out and effectiveness fires [ which is 
repeatedly performed to the same acupuncture point (usually 3-5 times) ] grass also on the 
acupuncture point of the skin a bad top. Then, even if exposed to **** generated when **** is 
burned at the body, it becomes clear that the hot moxa effectiveness and the same 
effectiveness as abbreviation are acquired, and the applicant of this design is performing 
application (an application for utility model registration No. 73207 [ Showa 63 to ], application- 
for-utility-model-registration Taira No. 48017 [ two to ]) about it, as a result of repeating various 
researches and developments. Although the warm temperature of **** is made for the thing of 
this application to attain to the whole guide peg, It enables it to use domestic easily by improving 
it further and constituting the saccate section from a box free [ attachment and detachment ] 
and free [ exchange ] while this design exchanges only the saccate section, enables it to change 
the part of such as a guide peg, a leg and a guide peg, and the whole (waist and 

membrum-inferius section) lower half of the body, into arbitration and expands applicability 
sharply, without exchanging a box according to a symptom etc. 
[0004] 
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MEANS 



[Means for Solving the Problem] 

******** concerning this design is originated based on the above actual condition. Prepare a 
herbal saucer also in the box which opened the whole surface wide, and a guide-peg rudder bar 
is constructed horizontally across the upper space section free [ rotation ]. The side else is 
equipped with the pump for ventilation at the 1 side of a box wall surface in the condition of 
having made the inside a case opening the hose for smoke eliminating for free passage, 
respectively. Let it be a summary to have equipped with the saccate section of the non-[ with 
insertion opening ] bottom which is from the flexible member which is rich in the airtightness 
which can insert and seal the bodies, such as the leg, on the open section side of a box free 
[ attachment and detachment ] and free [ exchange ]. 
[0005] 
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OPERATION 



[Function] 

******** also puts the saucer into which grass was put on the inner pars basilaris ossis 
occipitalis of a box, and seals insertion opening in the condition of having inserted the guide peg 
from insertion opening of the saccate section, and having carried on the guide-peg rudder bar. 
And since air is fed in a box by repeating and pushing the pump for ventilation by hand, that in a 
box also sends smoke continuously, without grass disappearing, and in order that it may be 
[ smoke / the ] full of a box and the saccate section, it may start the whole guide peg and may 
stimulate the skin, it demonstrates the hot moxa effectiveness. And since excessive smoke is 
discharged with the hose for smoke eliminating outdoor, indoors, a smell or smoke peculiar to 
grass are not filled with it. When performing ****** to a leg or a lower half of the body in 
addition to a guide peg, only the saccate section is exchanged to the thing of dedication. 
[0006] 
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EXAMPLE 



[Example] 

If one example shown in the drawing explains the configuration of this design, 1 is the box which 
consists of a tree, synthetic resin, or a metal, and is constituted by bottom plate 1b which 
carries out polymerization installation of rectangular pipe-like body of box 1a and this body of 
box 1a which opened the top face and the inferior surface of tongue wide. They are elastic 
sealants, such as sponge stuck on the top-face periphery approach of bottom plate 1 b 2 is [ b ] 
only the joint of the lower opening edge of body of box 1a. The protruding line for positioning and 
4 raise 3, and he is the string of business. The grid-like spacer (drainboard) 6 with which 5 
consists of a metal thin rod etc. in the condition of ******** being also a herbal saucer, and this 
saucer 5 having consisted of a noncombustible thing, for example, metal, ceramic, or a product 
made of synthetic resin on bottom plate 1b, and carrying out between isolation between ** from 
the inner base into the saucer 5 is formed. Moreover, among 2 side attachment walls with which 
it counters in body of box 1a, the guide-peg rudder bar 7 which protruded countless projection 
7a on one consists ****** through bearing 8, and is constructed across horizontally by the 
periphery free [ two or more (example of illustration 3) rotation ]. And **** immobilization of the 
interconnecting tubes 9 and 10 is carried out at the side attachment wall which intersects 
perpendicularly with the attachment wall of said guide-peg rudder bar 7, the pump 1 1 for 
ventilation which consists of an elastic hollow spherule of a hand-pushed formula is connected 
with one interconnecting tube 9 through a hose 12, and the hose 13 for smoke eliminating is 
connected with the interconnecting tube 1 0 of another side. In addition, the thing of a 
transmission type is sufficient as the pump 1 1 for ventilation in addition to the thing of manual 
system. The elastic sealant which stuck 14 on the up opening edge of body of box 1a, and 15 
and 15a are the stop implements of the letter of a clamp. 16 is the saccate section of a non- 
bottom which has the insertion opening 1 7 of the guide peg which consists of elastic rubber 
shirring etc., and the frames 18 which this saccate section 16 is constituted by the cloth which 
fused the flexible member which is rich in airtightness, for example, rubber, vinyl, leather, 
synthetic leather, vinyl chloride, or these, and stuck elastic sealant 1 8a on the inferior surface of 
tongue at the lower limit open end side of the saccate section 16 are formed successively in the 
shape of adhesion. The polymerization of the frame 1 8 is carried out to the top face of body of 
box 1a, and connection immobilization is carried out by engagement of the stop implements 15 
and 15a in one in the state of sealing. The conclusion implement 19 which consists of an elastic 
band which has fastener 19with velvet a near the above-mentioned insertion opening 17 is 
attached firmly. 
[0007] 

By the way, it is equipped with the saccate section 16 free [ attachment and detachment ] and 
free [ exchange ] to body of box 1 a, and two or more saccate sections from which a 
configuration and height differ beforehand are prepared. Although three kinds of saccate 
sections 16, 16a, and 16b of what puts in that ( drawing 1 ) into which the thing of illustration 
puts only a guide peg, the thing ( drawing 5 ) which puts in a (leg) from a knee to a guide peg, a 
lower half of the body, i.e., the waist, a thigh, a knee, a leg, and a guide peg ( drawing 6 , drawing 
7 ) are illustrated, these saccate sections 16, 16a, and 16b can be exchanged by one-touch by 
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engaging-and-releasing actuation of the stop implements 15 and 15a. In addition, the saccate 

section is not limited to three kinds of these things, and may enter to a neck. 

[0008] 

In the above-mentioned configuration, when using this design, according to the part which 
carries out ****** first, the proper saccate sections 1 6, 1 6a, and 1 6b are selected, and 
connection immobilization of the frame 18 of the saccate section is carried out with the stop 
implements 15 and 15a at the upper limit disconnection section of body of box 1a. And after it 
removes body of box 1a to bottom plate 1b and ******** also places the proper number ****** 
saucer 5 for Grass a through a spacer 6 on it, body of box 1a is put on bottom plate 1b. Outdoor 
is made to face the tip of the hose 13 for smoke eliminating from an aperture etc., as shown in 
drawing 7 , and it is made for the smoke of **** not to leak indoors. If the elastic band 19 
fastens the insertion opening 17 so that a guide peg may be put in in the saccate section 16 
from the insertion opening 1 7 in this condition, it may put on a guide-peg rudder bar and it may 
seal in the part of an ankle (or a crotch, the waist), since the saccate sections 16, 16a, and 16b 
will use what is rich in airtightness Without **** which came out of ****a leaking outside, it dies 
everywhere on whole foot (or a leg, the waist, and membrum inferius), and cotton carries out the 
hot moxa stimulus of the whole skin uniformly. Since **** and warm temperature are equivalent 
to the flesh side of the guide peg for which the jars of the reflective system (circulatory system) 
of the length of the body which puts an acupuncture point in a row especially have gathered 
directly, the hot moxa effectiveness is heightened further. By the way, although the inside of a 
box 1 serves as a letter of sealing, it has the pump 1 1 for ventilation in one hand, and by pushing 
repeatedly, Grass a does not disappear within a box 1 and it is also burned out to the last that 
air is fed in a box 1 (the cinder of Grass a is easily removable by removing bottom plate 1b). 
Moreover, a possibility that a smell with smoke peculiar to grass may leak indoors since **** of 
Grass a is discharged through the hose 13 for smoke eliminating outdoor does not have 
******** into a box 1 and the saccate sections 16 and 16a, and 16b, either. In addition, while 
being able to acquire the acupressure effectiveness — projection 7a of guide-peg rudder bar 7 
periphery stimulates the flesh side of a guide peg, and improves circulation by the inside of 
****** standing, and moving the guide peg carried on the guide-peg rudder bar 7 forward and 
backward although a taking-a-seat posture is sufficient also with a posture at a chair etc. — 
Since a hand grasps the pump 1 1 for ventilation which consists of an elastic hollow spherule, 
releases it or is operated repeatedly, it also becomes movement of a finger, and it is dotage **. 
It is very useful on **, aging prevention, medicine, and health. Now, when exchanging the saccate 
section in order to change the part of ******, while can cancel engagement of the stop 
implements 15 and 15a, and the saccate section (for example, 16) can be removed from a box 1, 
and it can exchange easily by one-touch by making the frame 1 8 of the saccate section (for 
example, 16b) of another side engage with a box 1. 
[0009] 
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* NOTICES * 

JPO and NCI PI are not responsible for any 
damages caused by the use of this translation. 

1. This document has been translated by computer. So the translation may not reflect the original 
precisely. 

2. **** shows the word which can not be translated. 
3.1n the drawings, any words are not translated. 



DESCRIPTION OF DRAWINGS 



[Brief Description of the Drawings] 
[Drawing 1] It is the whole this design perspective view. 

[Drawing 2] It is a perspective view in the condition of having set the saucer which carried grass 
also on the bottom plate. 

[Drawing 3] It is ******** of the body of a box. 
[Drawing 4] It is the top view of the body of a box. 

[Drawing 5] It is the front view of the leg **** for-bath saccate section. 

[Drawing 6] It is the front view of the lower-half-of-the-body **** for-bath saccate section. 
[Drawing 7] It is a perspective view in the condition of performing lower-half-of-the-body 

[Description of Notations] 
1 Box 

1 a The body of a box 

I b Bottom plate 
5 Saucer 

7 Guide-Peg Rudder Bar 

I I Pump for Ventilation 

13 Hose for Smoke Eliminating 

1 5 Stop Implement 
15a Stop implement 

16 Saccate Section 
16a Saccate section 
16b Saccate section 

17 Insertion Opening 

18 Frame 

19 Conclusion Implement 
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